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The following manual includes details for attaching the following robot models 

to the VersaCart, either 1300 or 1700 models, as the mounting options are the 

same for all VersaCarts

• UR10e

• UR20

• UR30

Follow the instructions per robot manufacturer for lifting and rigging each 

robot, with careful considerations for safety of personnel and equipment.

Robot Arm Installation on VersaCart
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Tools:

● 6mm Hex Key

● 13mm open-ended wrench

Parts:

● UR10e Robot

● VersaCart

● VersaCart UR10 mount pedestal

● Fasteners:

○ Robot to Pedestal - 4 x M8x1.25 Socket Head Screws x 30mm L

○ Pedestal to Cart - 4 x M8x1.25 Socket Head Screws x 80mm L

*secure fasteners with medium strength threadlocker

Note: before initial power-up and installation, please refer to the UR Manual for 

proper power-up, safety settings and any general guidance from Universal 

Robots.

Install UR10e Robot on VersaCart
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Route robot cable 
through hole in center of 

robot pedestal



Tools:

● Hoist or 3 people to handle robot weight

● 6mm Hex Key

● 8mm Hex Key

Parts:

○ UR20 or UR30 Robot

○ VersaCart

○ VersaCart UR20/30 Robot Pedestal

○ Fasteners:

■ Robot to Pedestal - 6 x M10x1.5 Socket Head Screws x 35mm L

■ Pedestal to Cart - 4 x M8x1.25 Socket Head Screws x 80mm L

*secure fasteners with medium strength threadlocker

Note: before initial power-up and installation, please refer to the Robot 

Manufacturer Manual for proper power-up, safety settings and any general 

guidance.

Install UR20/30 Robot on VersaCart
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Route robot cable 
through hole in center of 

robot pedestal



Verify orientation of the robot, with the robot’s 

cable slot in the base positioned to the back of 

the VersaCart (opposite of the infeed)

Verify Robot Base Orientation
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ROBOT POWER DISCONNECTED

● Place robot on VersaCart pedestal

● Route robot cable through hole in VersaCart robot stand and 

table top

● Pull robot cable out of slot in robot base so the cable can pass 

through the bottom of the robot

Route Robot Cable
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● Lay the controller on the top of the cart 

● Slide lower support panel, on opposite side 
of the robot pedestal, on top of the lower 
support panel under the robot pedestal

● Route Teach Pendant under end panel, and 
hang pendant on knobs

● Replace lower support panel and place 
controller on a lower support panel

Route Teach Pendant (open slot end panel)

Robot Arm Installation

Open Slot Lower Support 
Panel

Pendant knobs
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● Attach the robot cable to the robot 

controller 

● Position robot controller in the VersaCart 

underneath the robot as shown

● Do not power-up the robot yet

Connect Robot Power and Signal Cables
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