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VersaWash

VersaWash

Installation Steps:

1. Install VersaWash bucket on pre-installed hinges

2. Connect power from Pump to Power Switch mounted 

inside VersaCart

3. Connect M8 cable from Power Switch to A5 on VersaBuilt 

System Controller

4. Connect Power Switch to 110 VAC 

5. Fill with Water

6. Test

*After Calibration, VersaWash function and robot motion 

should be tested to verify proper tube routing and 

functionality
Lift off 
Hinges

Adjustable
Drip Tray
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VersaWash

VersaWash

The primary purpose of the VersaWash is to clean and 

remove chips from MultiGrip Jaws, on the top and 

bottom surfaces.

With MultiGrip Jaw exchange of workholding, it is critical 

to prevent chips from getting between the jaws and vise 

or the jaws and the machined part.

Regular maintenance is critical to maintain proper water 

levels, nozzle heights and odor.
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VersaWash

VersaWash

Install Bucket:

• Loosen bolts connecting hinges to VersaCart

• Slide connecting members of lift-off hinge into place

• Tighten fasteners on hinges

• Test pivoting and magnet attachment to Cart when closed

• Set drip trap to lay against CNC or on lip of door opening 

(without interfering with the door)

Lift off 
Hinges
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VersaWash

VersaWash

Connect Power:

• Connect power from Pump to 

Power Switch mounted inside 

VersaCart

• Connect M8 cable from Power 

Switch to A5 on VSC

• Connect Power Switch to 110 

VAC

Power 
Switch

M8 Cable
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VersaWash

VersaWash

Fill with Water and Antibacterial Agent:

● Add 5 Gallons of Water

○ Note the fill line in the image (between the bottom hinge bolts)

○ Add Dawn Soap or antibacterial agent to keep clean

5 Gallon Fill Line
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VersaWash

VersaWash 7

Fluid should only be used to wash the jaws 
or gripper fingers, not washing the robot 

wrist

Test

● VSC Settings

○ Go to VSC User Interface Settings page

○ VersaBlast set to “External”

● VSC I/O Panel:

○ Test pump function

○ Go to the VSC I/O Panel page

○ Turn on (set high) and Turn off (set low) Digital Output for 

VersaWash

● VSC Test and Adjustment

○ Go to the VSC Calibration Screen, test robot motion in and out 

of the VersaWash by selecting the VersaWash “Test” button.  

○ Enter values and settings for the test, with an existing part 

configuration selected in the Home Page or by manually 

entering values.

○ Adjust nozzles as needed, with Fluid washing the Jaws only (for 

MultiGrip applications) or preventing the spray from hitting the 

robot wrist



VersaWash

VersaWash

Maintenance:

• Clean once per day, during daily use

• Remove water, chips, debris with shop-vac

• Monitor pump filter (600 micron filter bag), clean as needed.  

Replace as needed (McMaster-Carr #2514K28)

• Refill with 5 Gallons

• Add Dawn Soap or antibacterial agent to keep clean
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Legacy System Retrofit

VersaWash

Legacy Systems with VersaBlast inside the CNC can be 

retrofitted with a VersaWash unit.  A drill template is required 

to add holes to the VersaCart for hinge captive nuts
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