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To prevent the VersaCart from moving, due to slick floors, incidental bumping, 

consider the VersaCart Anchor Kit

● Tools:

○ Marker/Sharpie

○ Hammer Drill

○ 0.625” Hammer Drill bit

○ Hammer

○ 0.75” wrench

○ 13mm wrench (QTY: 2)

Parts included:

● QTY: 1 - Anchor Bracket
● QTY: 2 - Concrete Anchor with 1/2-13 UNC internal thread
● QTY: 2 - 1/2-13 UNC Hex Head Cap Screw x 2.0” L
● QTY: 2 - Washer for 1/2-13 UNC Hex Head Cap Screw
● QTY: 2 - M8x1.25mm Captive Nut
● QTY: 2 - M8x1.25mm Hex Head Cap Screw x 25mm L
● QTY: 2 - M8 Washer
● QTY: 1 - Concrete Anchor Installation tool

Anchor Kits can be installed on any of the 4 
corners of the cart (unless 2 are occupied by 

Safety Scanners)
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● Procedure:

○ Determine final cart position, after calibration and testing

○ Secure cart position with footpads *as shown on previous page

○ Mount anchor bracket on one of four corners of the cart

○ Mark holes for 1/2-13 screws and remove bracket from cart

○ Drill 2x holes in floor 

○ Install concrete anchors by placing the anchors into the holes and inserting the installation tool into the anchor.  Drive with a 

hammer until the thicker portion of the tool makes contact with the anchor.

○ Move Anchor Bracket back into place, against the VersaCart

○ Loosely attach Anchor Bracket to VersaCart with M8x1.25mm Socket Head Cap Screws and M8x1.25mm Captive nuts.

○ Loosely attach Bracket to floor with 1/2-13 UNC Hex Head Cap Screws and Washers for 1/2-13 UNC Hex Head Cap Screw.

○ Tighten M8 Screws, then tighten 1/2-13 UNC Hex Head Cap Screws.

○ Test anchor by trying to move the cart by hand.

○ Test vise load/unload to determine if vise re-calibration is required.
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